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LOFT

INFILL THE BOLT HOLES FOR THE TEMPORARY WORKS

WITH MORTAR, TO BE TROWELLED IN, SUCH THAT IT IS

LEVEL WITH THE TOP OF THE SLAB.

BEFORE INSTALLING ANY PRODUCTS ON THE SLAB,

ENSURE THAT ALL OF THE ADHESIVE FOR THE

PREVIOUS FLOOR FINISHES HAS BEEN REMOVED,

THAT THE SLAB HAS BEEN SWEPT AND IS FREE OF

MUD, DUST, PROJECTIONS AND DEBRIS. OVER THE

WHOLE OF THE PLAN AREA OF THE GROUND FLOOR,

APPLY SIKA RAPID LIQUID DPM, OR EQUIVALENT.

INFILL THE CRACKS WHICH OPENED

UP BETWEEN THE SHEETS OF

PLASTERBOARD WITH CAULKING AND

SAND IT SMOOTH, WHEN IT HAS DRIED

DETAIL K     SCALE  1:10

NEW 2000 GAUGE VISQUEEN, BONDED

TO SLAB WITH COLD APPLIED LIQUID

BITUMEN PAINT, 300mm WIDE LAP

UNDER LIQUID DPM. DRESS  VISQUEEN

UP THE FACE OF THE BRICKWORK AND

LAP FULLY, UNDER THE DPC.

NEW CURED SOFTWOOD SKIRTING,

FIXED TO BLOCK, TO MATCH EXISITNG

NEW 102.5mm WIDE FACING BRICK

OUTER LEAF, WITH 100mm WIDE

2000kg/m

3

 7.3N BLOCK INNER LEAF

NEW 50mm KINGSPAN KOOLTHERM

K108 CAVITY WALL INSULATION

NEW 250mm LONG ANCON SDS

WALL TIES, AS PER DETAILS G TO J

NEW 100mm WIDE BITUMEN ROLL DPC,

TO B.S. 8215:1991

NEW WEEPHOLES, AT 900mm

CENTRES, WITH INSECT SCREENS

NEW MORTAR FILLET, UP TO

THE UNDERSIDE OF THE DPC

NEW SIKA RAPID LIQUID DPM,

OR EQUIVALENT

DETAIL J     SCALE  1:10

NEW 102.5mm WIDE FACING BRICK

OUTER LEAF, WITH 100mm WIDE

2000kg/m

3

 7.3N BLOCK INNER LEAF.

WEEPHOLES TO OUTER LEAF IN

FRONT OF LINTEL AT 900mm CENTRES.

NEW CAVITY TRAY, DRESSED OVER

2250mm LONG ANCON SH70 LINTEL

9.5mm P.BOARD TO WALL AND  SOFFIT

250mm LONG ANCON SDS WALL TIES,

WITH DRIP POSITIONED IN THE AIR GAP,

TO BE INSTALLED AT 900mm

HORIZONTAL CENTRES AND 450mm

VERTICAL STAGGERED CENTRES

MAKE GOOD TO EXISTING CEILING

NEW 50mm KINGSPAN KOOLTHERM

K108 (OR EQUIVALENT) CAVITY

WALL INSULATION

30mm x 5mm CROSS-SECTION GALV.

STEEL STRAPS, 100mm CRANK

OVER THE BLOCKWORK,

AT MAX. 2m c/c, FIXED CENTRALLY

INTO TIMBERS WITH 50mm LONG,

4mm Ø STEEL SCREWS AT 100mm c/c

50mm x 100mm C16 TIMBER NOGGINS

REINSTATE THE FLOORING

LOCALLY, AFTER THE STRAPS

HAVE BEEN INSTALLED

DETAIL H     SCALE  1:10

DOUBLE GLAZED WINDOW

RE-USE ORIGINAL UPVC FRAMED

DOUBLE GLAZED WINDOW AND SILL

NEW 12.5mm THICK SOFTWOOD

WINDOW SILL, WITH 25mm

PROJECTION PAST THE P.BOARD AND

A BULL NOSED EXPOSED SIDE.

INSTALL ON A 10mm MORTAR BED AND

FIX INTO THE CENTRE OF THE TOP OF

EACH BLOCK, USING 4mm Ø GALV.

STEEL SCREWS AND RAWL PLUGS

(OR EQUIVALENT) WITH 50mm

EMBEDMENT.

SILL TO HAVE COUNTERSUNK HOLES

FOR THE SCREWS. CAULK OVER THE

HEADS OF THE SCREWS,

TO PROVIDE A SMOOTH SURFACE.

9.5mm PLASTERBOARD TO WALL,

ON 10mm BATTENS

NEW 75mm KINGSPAN KOOLTHERM

(OR EQUIVALENT) CAVITY CLOSER

NEW 50mm KINGSPAN KOOLTHERM K108

(OR EQUIVALENT) CAVITY WALL

INSULATION

NEW 102.5mm WIDE FACING BRICK

OUTER LEAF, WITH 100mm WIDE

2000kg/m

3

 7.3N BLOCK INNER LEAF

250mm LONG ANCON SDS WALL TIES,

WITH DRIP POSITIONED IN THE AIR GAP,

TO BE INSTALLED AT 900mm

HORIZONTAL CENTRES AND 450mm

VERTICAL STAGGERED CENTRES

EXISTING PITCHED, TILED ROOF

DETAIL G    SCALE  1:10

278

LAP THE EXISTING LOFT INSULATION

OVER THE NEW 50mm KINGSPAN

KOOLTHERM K108 INSULATION.

NEW 75mm KINGSPAN KOOLTHERM

CAVITY CLOSER.

ENSURE THAT THERE IS A VENTILATION

GAP OF 50mm BETWEEN THE

UNDERSIDE OF THE ROOFING FELT AND

THE TOP OF THE LOFT INSULATION.

INSTALL VENT FORMERS, FOR THIS.

5

0

EXISTING VENTILATED SOFFIT BOARD

AND GUTTER

250mm LONG ANCON SDS WALL

TIES, TO BE INSTALLED AT 900mm

HORIZONTAL CENTRES AND 450mm

VERTICAL STAGGERED CENTRES

NEW 102.5mm WIDE FACING BRICK

OUTER LEAF, WITH 100mm WIDE

2000kg/m

3

 7.3N BLOCK INNER LEAF.

WEEPHOLES TO OUTER LEAF IN

FRONT OF LINTEL AT 900mm CENTRES.

MAKE GOOD TO EXISTING CEILING

NEW CAVITY TRAY, DRESSED OVER

1650mm LONG ANCON SH70 LINTEL

9.5mm P.BOARD TO WALL AND  SOFFIT

RE-USE ORIGINAL UPVC FRAMED

DOUBLE GLAZED WINDOW

100mm x 65mm S.W. WALLPLATE

'SCHEME B'          SCALE  1:5

LINTEL

ARRANGEMENT

NEW 102.5mm WIDE FACING BRICK OUTER LEAF,

WITH 100mm WIDE 2000kg/m

3

 7.3N BLOCK INNER

LEAF. WEEPHOLES IN PERPENDS OF PISTOL

BRICKS AT 900mm CENTRES. CAVITY WALL

INSULATION - 50mm KINGSPAN KOOLTHERM

K108 (OR EQUIVALENT), CUT TO FIT, WHERE

USED UNDER THE CAVITY TRAY. USE WITH 50mm

WIDE KOOLTHERM CAVITY CLOSER.

NEW CAVITY TRAY, DRESSED OVER LINTELS

GALVANISED STEEL FIXING BETWEEN UPVC

WINDOW FRAME, UPVC PACKING PIECE

(AS REQUIRED) AND UNDERSIDE OF LINTEL

 (TO GLAZIER'S REQUIREMENTS)

9.5mm PLASTERBOARD TO WALL AND SOFFIT

NAYLOR ER7 P.C. LINTEL, OR EQUIVALENT.

150x90x10 GRADE S355 UNEQUAL ANGLE,

GALVANISED, WITH A 150 MICRON DRY FILM

THICKNESS OF COLD - APPLIED BITUMINOUS

COATING ('BLACK JACK' BY EVERBUILD,

OR EQUIVALENT).

900mm LONG 30mm x 5mm CROSS -

SECTION GALV. STEEL STRAPS, WITH

TWISTED ENDS AND 100mm CRANK

OVER THE  ADJACENT BLOCKWORK.

INSTALL AT MAX. 2m c/c AND FIX INTO

TIMBERS WITH 50mm LONG, 4mm Ø

STEEL SCREWS AT 100mm c/c.

REINSTATE THE FLOORING LOCALLY,

AFTER THE STRAPS HAVE BEEN

INSTALLED.

SECTION Z-Z AT

1ST FLOOR LEVEL

SCALE 1:10
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SECTION Y-Y AT

EAVES LEVEL

SCALE 1:10

30mm x 5mm CROSS-SECTION

GALV. STEEL STRAPS, 100mm

CRANK OVER THE WALLPLATE,

AT MAX. 2m c/c, FIXED INTO A

900mm HEIGHT OF

BLOCKWORK (220mm FROM

THE PERPENDS) USING 50mm

LONG, 4mm Ø GALV. STEEL

SCREWS AND RAWL PLUGS
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LOCATION PLAN

SCALE 1:1250

LOCATION NOTES

1. SITE GRID REFERENCE: 439476 (E), 373345 (N)

2. WHAT3WORDS: AWARE.YARDS.SCORE

3. THE WORKS SHOULD NOT OBSTRUCT  EMERGENCY

ACCESS ROUTES.

NOTES ON THE WORKS

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH

ALL OTHER DRAWINGS AND SPECIFICATIONS FOR THE

SCHEME. DO NOT SCALE.

2. WHERE NAMED PRODUCTS ARE MENTIONED, THE

CONTRACTOR MAY SUBMIT PROPOSALS FOR

EQUIVALENT PRODUCTS TO THE CBC STRUCTURAL

ENGINEER.

3. TRACE THE SERVICES BEFORE WORK STARTS.

4. WHERE OPENING UP WORKS HAD NOT BEEN CARRIED

OUT PRIOR TO THE WORKS COMMENCING ON SITE AND

THE EXACT FORM OF THE EXISTING CONSTRUCTION

WAS NOT KNOWN, ASSUMPTIONS WERE MADE.

IF THE EXISTING STRUCTURE IS FOUND TO BE AT

VARIANCE FROM WHAT WAS ASSUMED, THE WORKS

ARE TO BE TEMPORARILY MADE SAFE THEN MUST NOT

PROGRESS UNTIL THE CBC STRUCTURAL ENGINEER

HAS VISITED SITE AND PROVIDED DIRECTION AS HOW

TO PROCEED.

5. THE SITE CONTAINS AN EXISTING STRUCTURE AND IT

CAN BE EXPECTED THAT THE WALLS ARE NEITHER

PLUMB NOR PERFECTLY STRAIGHT.

6. 'C.O.S.' MEANS 'TO BE CHECKED ON SITE'.

RESIDUAL RISKS

- UNDERGROUND SERVICES - ASBESTOS

- WORKING AT HEIGHT - COVID-19

- COLLAPSE OF THE WORKS IN THE TEMPORARY STATE.

- BUILDING INSTABILITY. ENSURE SURE THE WORKS DO

NOT FURTHER DESTABILISE THE PROPERTY.
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